EP-1513: Polymer gels enable volumetric dosimetry of dose distributions from an MR-guided linac  by Roed, Y. et al.
ESTRO 35 2016                                                                                                                                                    S699 
________________________________________________________________________________ 
should be paid to the use of scanner/software parameters by 
these groups. 
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Purpose or Objective: Recently, flattening filter free (FFF) 
photon beams were introduced into clinical routine and more 
and more centers take advantage of this kind of beam 
delivery. For commercial C-arm LINACS, two approaches are 
currently followed to set the incident electron energy on the 
target for FFF beams, which in turn have an impact on the 
comparison with FF beams of the same nominal energy. 
Either the electron energies of FFF and flattened (FF) beams 
are identical or the electron energy of the FFF beam is 
increased to match the percentage depth dose curve (PDD) of 
the FF beam (in reference geometry). This study focuses on 
the primary dose components of FFF beams for both kinds of 
settings, studied on the same LINAC. 
 
Material and Methods: All measurements were performed 
using VersaHD LINAC (Elekta, Crawley, UK) beams with 
nominal energies of 6MV and 10MV for both FF and FFF. In 
clinical mode the energy of the FFF (FFFE1) beams is set to 
match %dd(10)x of the FF beams. To mimic the second FFF 
beam delivery method, the incident electron beam of the FFF 
beam (henceforth FFFE2) was set to the same energy as for 
the FF beam. Besides the determination of TPR20,10 and 
%dd(10)x, half value layer (HVL) measurements were 
conducted in narrow beam geometry with an in-house 
developed measuring device with polystyrene tubes of 
different lengths. Additionally, the dual beam quality 
specifier as proposed by Ceberg et al. was determined and 
compared to published values [1,2]. This beam quality 
specifier consists of two components, the mean (μ)) and the 
variation coefficient (cv) of the linear attenuation coefficient 
in water. 
 
Results: All results are summarized in Table 1. For 6 MV 
FFFE1 beams, all investigated beam quality specifiers were 
very similar compared to those of the FF beams, while for 10 
MV FFFE1 beams only %dd(10)x and HVL values were 
comparable (differences below 1.5%). TPR20,10, %dd(10)x 
and HVL values of the FFFE2 beams were substantially lower 
compared to those of the FF and FFFE1 beams. Figure 1 
depicts cv as a function of μ for the beams in this work as 
well as published data. The dual beam quality specifier of 
the 6 MV FF and FFFE1 energy are equal within the 
measurement uncertainty and are comparable to published 
data of a machine with the same TPR20,10 and %dd(10)x. In 
contrast to that,μ and cv of the 10 MV FFFE1 beam were 
substantially higher compared to the 10 MV FF beam. The 6 
and 10 MV FFFE2 energies were characterized by higher μ 
values, while having cv values similar as those of the FF 
beams. 
 
 
 
 
 
Conclusion: PDD-matched FF and FFF beams were observed 
to have similar HVL values of both beam energies, indicating 
similarity of their primary dose components. Using the dual 
beam quality specifier revealed that this might only be true 
for 6 MV beams. The dual beam quality specifier has been 
proven to be useful for a more comprehensive 
characterization of photon beams. 
[1] Ceberg et al., Med Phys. 2010;37:1164–1168. 
[2] Simpson et al., Phys Med Biol. 2015;60:N271–N281. 
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Purpose or Objective: Magnetic resonance-guided radiation 
therapy (MRgRT) benefits from performing treatment 
response assessments not only at the end of the overall 
treatment but also during the treatment itself allowing for 
more normal tissue sparing and better tumor conformality. 
This was a qualitative study to assess the potential value of 
polymer gels to measure volumetric dose distributions 
delivered by an MRgRT unit while using the magnetic 
resonance (MR) component for readout. 
 
Material and Methods: Polymer gels in custom-designed glass 
cylinders of 5 cm diameter and 4 cm height were provided by 
MGS Research Inc (Madison, CT). The design included a 10 cm 
long filling port to prevent oxygen contamination of the 
sensitive dosimetric volume. Two dosimeters were positioned 
in air on the couch of a 1.5 T MR combined with a 6 MV linac. 
The penumbra of two opposing field edges of a 10x10 cm^2 
radiation field bisected each dosimeter volume; one 
dosimeter was centered in the penumbra at the superior left 
field edge and the second one was centered at the inferior 
right field edge. 
Coronal images of the dosimeters were acquired prior to 
irradiation, immediately after exposure to 22 Gy without 
changing the position of the dosimeters and 20 hours post-
irradiation. A T2 spin echo sequence was used with a 
relaxation time (TR) of 1000 ms and five echo times (TEs) of 
20 ms, 40 ms, 60 ms, 80 ms, and 100 ms. Spin-spin relaxation 
rate (R2) maps were generated and line profiles across the 
penumbra were analyzed. R2 has previously been shown to be 
proportional to absorbed dose. 
 
Results: Near the end of the filling port the gel demonstrated 
a region of oxygen-contaminated gel as oxygen had diffused 
through the cap on the filling port. A distinct demarcation of 
the radiation field inside the sensitive volume was visible as 
early as 5 minutes after irradiation. R2 values 5 minutes after 
irradiation in the exposed areas of the dosimeters were about 
85% of those seen 20 hours later. 
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At 5 minutes after irradiation, the line profiles on the R2 map 
across the penumbra region showed the fall-off of the 
radiation field in both dosimeters while the penumbra region 
on the right field edge appeared steeper compared to the 
slope of the penumbra region on the left. The R2 color maps 
indicated a narrower transition from outside to fully inside 
the radiation field on the right compared to the transition on 
the left. 
20 hours after irradiation the polymerization of the gel was 
presumably completed. The overall signal was both higher on 
the R2 gray scale maps and more pronounced on the R2 color 
maps. The line profiles across the penumbra regions 
exhibited a similar trend for both field edges compared to 
the profiles at 5 minutes post-irradiation. Over the time 
frame tested, the dosimeter appears stable. 
 
 
 
Conclusion: These preliminary qualitative results indicate 
that polymer gels offer a promising means of measuring 
relative volumetric dose distributions with the MR component 
of the MR-Linac.  
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Purpose or Objective: γTools is a phantom designed and 
manufactured to measure both geometrical and dosimetric 
accuracy of stereotactic radiosurgery treatments performed 
with Gamma Knife. In this work we present this new phantom 
and results of experiments aimed to test its reliability. 
 
Material and Methods: Phantom: The phantom (figure) 
consists of two PMMA cylinders, screwed one above the 
other, that can be filled with an image deformation module 
and a dose plan verification module. A tool fixed to the big 
cylinder permits to fix the phantom to the stereotactic head 
frame. The image deformation module is composed by 1660 
spheres (0,7mm diameter, 1 cm pitch) filled with water and 
obtained by overlaying ad hoc manufactured PMMA disks. The 
declared accuracy of the manufactured grid was 0,01 mm. 
The dose plan verification module is made by PMMA disks that 
can host inserts with targets and inhomogeneities. Four holes 
on two inserts are used to mark a gaf-chromic film, 
sandwiched between the two inserts, in a reference point 
visible in MR and/or CT images. Distortions on MR images are 
evaluated using a software module, developed in MatLab 
(Mathworks) environment, which automatically identifies the 
3D distribution of control points and performs a rigid 
registration with the theoretical grid. Dose plan verification 
is made comparing planned doses and dose distributions 
measured by gaf-chromic films with FilmQA Pro software 
(Ashland). 
 
 
 
Tests: The image deformation module was tested assessing 
the accuracy of the manufactured grid of spheres with CT 
studies (0,18 mmx0,18 mmx0,8 mm voxel size) of the 
phantom. The measured and theoretical points grid were 
registered and the residual shifts, along x, y and z between 
the registered and theoretical point positions were 
evaluated. The points grid was dissembled and reassembled 
(rotating each foil 90°) and another CT study was acquired. 
The accuracy of the dose plan verification module depends 
on the reproducibility of inserts position inside the phantom. 
CT acquisitions of the phantom inserts (0,09 mmx0,09 
mmx0,8 mm voxel size) were performed assembling and 
disassembling repeatedly the inserts along coronal and 
sagittal planes and evaluating the differences of the 
reference point positions in the acquired images.  
 
Results: Image deformation module: For both 0° and 90° 
configurations the residual shifts (Δx, Δy, Δz) between the 
registered and theoretical point positions along x, y and z 
directions, together with the residual distances (R) were 
evaluated. The maximum, mean and standard deviations of 
the absolute values of the shifts along x, y, z and R are 
reported in the table. Dose plan verification module: In the 
same table the deviations of the reference point positions 
along x, y, z together with the residual distances R for both 
the sagittal and coronal insert configurations are reported. 
 
 
 
Conclusion: The tests performed demonstrate that the 
proposed phantom is suitable to asses both the geometrical 
and dosimetric accuracy of Gamma Knife SRS treatments. 
 
 
